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Congratulations on your new purchase! Your new X-Ray Remote Extender uses the most advanced technology available. By simply
installing the battery-size transmitter inside your existing remote control’s battery compartment, you can instantly convert your
standard IR remote to a RF remote. This will allow you to use your existing remote control to operate your electronic devices through
doors, walls, windows, floors, cabinets, and closets. Direct line of sight is no longer required.

The X-Ray Remote Extender kit includes:

2 x 2/3-size
rechargeable batteries RF Transmitter RF receiver Single-eye emitter

Please allow batteries to charge for 24-36 hours before using

Installation

1. Place one of the 2/3-size rechargeable batteries into the RF transmitter. Make sure the flat end of the battery is at the bottom.

2. If your remote control uses AAA batteries, place the RF transmitter directly into your remote in place of one of the batteries. If your
remote control uses AA batteries, insert the transmitter into the AA-sized plastic sleeve, then insert it into the remote.

3. Connect the power supply to the receiver and plug it in. Plug the single-eye emitter cord into the receiver and position the eye (the
‘bulb’ end) by your audio/video equipment’s IR sensor. Remove the adhesive tape on the bottom of the emitter to secure it. When
using the emitter, the receiver can be placed anywhere out of the way, such as in a closet or your entertainment centre. NOTE: The
receiver can be used as a “blaster” if set up 15 feet or more across from the equipment.

4. Place the extra 2/3-size battery into the charger on the bottom of the receiver; the battery can remain in the charger until needed.
DO NOT use alkaline batteries in the charger as this may damage the receiver.

With everything installed you are all set!

Tips

e |f you experience problems, try changing the battery position of the RF transmitter in the remote.

e Alternatively, try flicking the switch on the base of the unit under the battery cover. This should usually be set to B, but some
electronic devices may operate better on A.

e |f the remote control is functioning at a shorter distance than usual then the battery needs to be recharged. Replace it with the
charged battery from the base of the receiver.

3 and 6 eye emitters, a stand-alone USB charger, and additional transmitters are also available.
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Care

Keep the extender dry; if it gets wet, wipe it dry immediately. Use and store the extender only in normal temperature environments.
Handle the extender carefully; do not drop it. Keep the extender away from dust and dirt, and wipe it with a damp cloth occasionally to
keep it looking new.

Limited Warranty

Nexgen Solutions Limited (NGS) warrants this product against defects in workmanship for one year from the date of purchase. During
this warranty period, this product will be repaired or replaced, at NGS’s option, without charge. Please read your instructions
thoroughly and use this product only as directed. This warranty does not cover any damage due to commercial use, accidental, misuse,
abuse or negligence. This warranty is valid only in Australia and New Zealand. Repair or replacement as provided under this warranty
is the exclusive remedy of the consumer. NGS shall not be liable for any incidental or consequential damages for breach of any
expressed or implied warranty of this product, except to the extent required by any applicable law. Any implied warranty of
merchantability or fitness for a particular purpose on the product is limited to the duration of this warranty.

F.C.C. Caution

This device complies with FCC rule part 15. Operation is subject to the following conditions. (1) this device may not cause harmful
interference, and (2] this device must accept any interference received, including interference that may cause undesired operation.

Specifications

Operating range: Up to 100+ feet (30 Meters)
Operating frequency: 433.92 MHz

FCCID: SB7AAA

IC #: 5216A-AAA

A/C Adapter Voltage: Input: 230 / 240V AC, 50HZ
Output: DC 12V, minimum 100mA
Battery: 1.5V 2/3 AAA (Rechargeable)

U.S. Patent # 6, 400, 480 and other worldwide patents pending.
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